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Network Security Appliance

Genetec's SV-16 is a hybrid network security appliance that is powered by Security Center, Genetec's
unified security platform. Designed to support up to 16 edge devices, Genetec's SV-16 provides an ideal
solution to enable customers to consolidate multiple remote sites within a single security environment,
or for use in small installations with the need to unify video surveillance and access control operations
Built on the strengths of the Security Center platform, integrations with industry-leading technology
partners ensures that the SV-16 is compatible with a wide range of IP cameras, encoders, readers and
door controliers, allowing customers to choose the hardware that will best suit their application needs.

Benefits

Speed Up Your Installation With Se ty Center built-in
the SV-16 sily be deployed stand-alone unified secul Key Features
system in a | installation or integrated within an existing o 7
Security Center deployment for management of mulliple remote >
sites. The SV-16 can accommaodate Ip to 16 camer. crupto 1 Up to 16 camearas or readars
readers, or in the case of a unified solution upto8c eras and =
8 readers
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>d by Security Center

Wi-Fl connectivity

160GB or 1TB of intern

Choose The Hardware You Want Becad Securily Center
is based on open-architecture, customers can select to use the Ethernet gig
edge devices from their preferred vendors alongside the SV. —
16. This flexibility enables customers lo preserve disting edge
devic allowing them to reduce costs. As new hardw.
on the market, custarr wanting to upgrade their
N can take advanlage of hardware integration packs to
integrate new edge devic with the SV-16

t ports for
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ure hardware
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Install An Energy-Efficient NVR Weighing only 42 ounc
the SV-16 is one of the smaliest network E liances on
the market. The SV-16's compact and fanl 8s you the
power you need with low 8W to 17W power consumption. The
aluminum c, ng of the SV-16 ensures durability to SUre your
investment is kept safe

e licer

Opt for A Future-Proof Solution Becau ing is

a per-edge device basis, deploying additional

ders on the SV-16 is kept simple. Customers can
SV-16 syste as new Securily ler versions
and updates are made availa Furthermore, should
grow beyond 16 cameras or readers, customers

Innovative Solutions
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Security Center Base Specifications
Overview
Full-screen mode option

Mulli-monitor ¢ 2o

Up to 10 user connections

orling  Config
Bookm

Comprehensive event filtering

ity, audit trail, incident,
» and accass control repo

Print and email actions

PODF. Microsoft Excel

d CSV export options

nications belwee

scurity Encrypled commu
C
Auth

igurable usar and

ouUP parmi

ticated user logir

Suparvised login procedures

Support for Windows Active Directory

User aclivity logs and audit trails

Digitally ned video recording (watermarking)

Passw

d-prolected video exporl

6mnlcast Sipieciﬁ_u.anons

Overvie Up to 16 cam:

Support lfor muttic
Full range of ala
H. 264  MPEG-4

Recording mode: continuous
manus

MPEG-2 / Wavalal

Pre/post recording up to 300 «

video dow

npling

Synergis Specifications

Qverview Up to 16 reade

Custom door unlocking schedules
Araa
Tir

Warranty
Duration

@)

G tec

2280 Alfred-Not
Montreal, QC. Cs

2| Blvd ., Suite 400
da H4S 2A4

T 514 332 .49000
F 14 332 1692

lec.com

»@genetec.com

Fully configurable and task-oriented user interface

ions and priv

1 client and server apphications

motion, on events, on alarms

Export video sequence in proprietary (G64) or public (ASF) for

sociated video within each tile

configuring and managing credentials, cardholders, SV16
s

éV-1G -Te’chn%cal.-S.r_)ﬁmﬁcatmns

os Windows Standard embedded 7
cPU AMD G-T40N d
rMOTY 4GB DDR3

1x RS-232

4x UsSB 2

M

ipherals

2x U

2x USB 2

Radeon HD 6

Display
Elhernet

A

Wireless
Storage
Internal 160GB or

External

3.0 5Gbps (ba

2% GbE ports
y 7 1 channel &
802.11b/g/n Wi-Fi

1TB 2
Network Attached Storage (NAS) or external SATA drive (e SATA)

core 1.0 GHz

| panal)

0 480 Mbps (Ir

I
ack panal

anel)

0 480 Mbps (
h HDMI outy

Lup to 1920x1200

N SATA hard drive

Mechanical and Environmental Specifications

Power

Consumption

Operating Temperature32°F to 113°F (0°C 1o 45°C) with HDD

Operating Humidity
Dimensions (W=xDxH)
Weight

rtifications

B
SV16V2-B:

SVI16V:

SV16V2-Bs

SV1ev2-1TB

SV16V2-1TB-GSC-OM

SV16V2-1TB-GSC-¢

SV16VZ-1TB-GSC-Unt

Connection Licenses
SV16V2-1C
SV1BV2-1R

tec, the Ge
trademark

GSC-OM

SC-SY

GSC-Unified

fied SV-16 with 178 ir

12VDC
awW - 17w

10% te 80% (non-condansing)
6.30 = 6.30 = 0.98 inches (160 x 160 = 25mm)
42.3 cunces (1.2kg)

CE, FCC, RoHs
MET certified ULB0850-1/CSA C22.2 No, 60950-1

Product Description

SV-16 with 160GB including Omnicast software
SV-16 with 160G
Omnicast soft
SV-16 with 160G
Synergis so

8 including Security Center
re

B including Security Center

IGB including S
nergis software
with 1TB including Omnicast

ecurity Center

oftw

-16 with 1TB including S
Jmnicast software
SV-18 with 1TB inc luding
Synergis software

curity Center

urity Ce

surily Cente,

OmnicastSynerg

1 camy

ra conr

1 external Ctigenly re

sccess contral hardware i not purch,
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Bezeichnung der Kamera
Hersteller Typ

Begriindung fir diese Kamera

Cash Handling

Sunkwang SKD 300

Iatenerfassung fiir die Strafverfolgungsbehorde. Praventmn.gegen
Uberfall. Verbessert den Schutz des Personals, da im Alarmier ungsfall
(iber Vorfalltaster) die Alarmzentrale die Situation bewerten und
entsprechende MaRnahmen einleiten.
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Bezeichnung der Kamera Bar

Hersteller Typ Sunkwang SKD 300

Begriindung fiir diese Kamera  ‘Datenerfassung fir die Strafverfolgungsbehérde, Identifikation von
Trinkbetriigern, Kreditkartenbetriigern und Dokumentation von
Gefahrdungssituationen. Privention gegen Angriff und Uberfall.,
Verbessert den Schutz des Personals, da im Alarmierungsfall (iber
Vorfalltaster im Kassenbereich) die Alarmzentrale die Situation
bewerten und entsprechende MaRnahmen einleiten.
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Bezeichnung der Kamera

Hersteller Typ

Begrindung fiir diese Kamera Datenerfassung fiir die Strafverfolgungsbehdrden. Maskierungs- /

Entrance 1

Sunkwang SKD 300

Demaskierungskamera zur Tateridentifikation bei Uberfall-, Bedrohungs
und Angriffssituationen, Warensicherung.
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Bezeichnung der Kamera Entrance 2
Hersteller Typ Sunkwang SKD 300 2
Begriindung fur diese Kamera [Datenerfassung fur die Strafverfolgungsbehérden. Maskierungs- /

Demaskierungskamera zur Téteridentifikation bei Uberfall-, Bedrohungs;
und Angriffssituationen, Warensicherung.
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